» Technical Specifications

Excavation of plot to reach good soil conditions, a polyester membrane will be applied to
minimize moist rising before pouring one layer of concrete thickness around ten centimeters.

Foundations &Framework

Anti seismic reinforced concrete according to the relevant Cyprus Standards and the
earthquake code.

Brickwork

“Thermo-insulated bricks, 250mm wide externally and 100mm wide internally according to
Cyprus Standards, internally three coats plastering and three coats emulsion paint and externally
Polystyrene 5cm applied to the external surface rendered in three coats and exterior graffiato
paint as shown in the perspective. " 4 -

External appearance

Synthetlc wood on the external walls of the prolect in accordance with.the arch1tectural plans as

shown in the perspectwe % 8

Floor & Ceramic ile |
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All living room, dirfing area, kitchen, corridors, bathrooms andf bedroom areas willibe finished with
European tiles of supply price €15 per m2 1nclud|#1g VAT (retall price). Bathrooms \Afill be tiled
(flogr and walls up to 2.4 meters h1gh) ¥

External Alummum Doo & Wlndows

All external doors and vwndows will be of doubte-g[azed aluminum sections and they -
will lnclude opening or sliding sections (as per drawnngs) :

Carpently

High quality interior & entrance doors of melamine beech-wood veneer covered in plywood
~ or<imilar kind, apartment.entrance doors will be fire resistant in accordance with the Cyprus -
ﬁré-bngade regulatlons S



Wardrobes & Kitchen Units

"High quality wardrobes laminate as shown on the drawings with a modren kitchen base laminate
matt-wall units and white glossy. The worktop surface is granite at €500 including VAT (retail price)."

Sanitary Fittings -

All of 1st quality sanitary fittings & fixtures including accessories are according to EU Standards of
supply price €1000 per one bedroom flat & 1500 per two bedrooms flats including VAT (retail price).

Plumbing and Sanitary installation

According to British standards U.PV.C. pipes for drainage and pipe-in-pipe system for cold/ hot
water supply.

Water Supply

Hot and cold water supply and installation according to EU Standards and solar panels with PVC
water tank to be installed at roof level as shown on drawings.
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Presurized System

Presurized pump-at roof level:for each apartment. -
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Electrical Installation .

* All electrical installations afe made’as'require'd by the Cyprus E{ettricity Authority, Power supply
pomts and switches are as shown on electrical dfa\mngs :é \
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- Vldeophone A 1y

Installatlon of videophone at th? main entrance

Elevator

-

A very luxury cabin stainless steel with the latest gearless technology to mlmmlze sound

during operation. : ' ‘ , <
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Air-conditioning

\

~ Fultinstallation of piping (provisions) for air conditioning units-in all areas in th_e apartments..”
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